






PRODUCT SPECIFICATIONS 

MICRO-CELL T
M 

95

Recommended Airflow/Resistance: 
12" Deep @ 250 FPM = 0.46" W.G. 

(1.25 mlsec =114 PA) 
6" Deep@ 125 FPM = 0.46" W.G. 

(0.625 mlsec = 114 PA) 

Temperature Limit: 200°F (93°C) 

Frame Construction: 
Galvanized, Particle Board, 

Fire Retardant Particle Board 
Other materials available upon request 

Sealant: Hot Melt 

Media: 

Separators: 

Glass Microfiber 

Aluminum 

MICRO-CELL TM XL MAX 

Recommended Airflow/Resistance: 
12" Deep @ 500 FPM = 0.80" W.G. 

(2.5 mlsec = 199 PA) 

Temperature Limit: 250°F (121 °C) 

Standard Frame Construction: 

Sealant: 

Media: 

Galvanneal, MDF Particle Board 
Other materials available upon request 

Polyurethane 

Glass Microfiber 

Separators: Aluminum 

MICRO-CELL 

TYPICAL APPLICATIONS 

• HEAL TH CARE

• BIOTECH

• PHARMACEUTICAL

• FOOD PROCESSING

• PRECISION MANUFACTURING

• BIOMEDICAL

• UNIVERSITIES

• LABORATORIES

• INDUSTRIAL APPLICAT IONS

• PHOTO PROCESSING

• MUSHROOM GROWERS

• RESEARCH FACILITIES

MICRO-CELL TM XL

Recommended Airflow/Resistance: 
12" Deep @ 250 FPM = 0.46" W.G. 

(1.25 mlsec = 114 PA) 
6" Deep @ 125 FPM = 0.40" W.G. 

(0.625 mlsec = 100 PA) 

Temperature Limit: 250°F (121 °C) 

Standard Frame Construction: 

Sealant: 

Media: 

Galvanneal, MDF Particle Board 
Other materials available upon request 

Separators: 

Polyurethane 

Glass Microfiber 

Aluminum 

Tn-Dim Filter Corporation is commttted to continual product development - aD descriptions, specifications and performan:,e data are subject to change without notice. 

Tri-Dim products are manufactured to exacting criteria- there can be a ±5% variance in filter performance. Tri·Dim® and Tri·Dek® are Registered Trademarks of Tri·Dim Riter Corporation. 
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